
Amendment No. 06 to RFP documents re-issued on 28.04.2025 for Selection of Bidder as Transmission Service Provider to establish Inter-State 

Transmission system for “Creation of 400/220 kV, 2x315 MVA S/S at Siot, Jammu & Kashmir 

  

S. 

No. 

Existing Provisions  Revised Provisions  

1.  RFP: Request for Proposal Notification, S. No. 2 (Page No. 3) 

Section-1 “Introduction”, Clause 1.2  Table for Scope of Work 

TSA: Schedule: 1, Clause B 

Any other relevant clauses of RFP and TSA 

Detailed Scope of Work 

S. 

No. 

Name of Transmission Element Scheduled 

COD in 

months 

from 

Effective 

Date 

1.  
Establishment of 7x105 MVA, 400/220 kV Siot S/s 

with 1x80 MVAr (420 kV) bus reactor 

 2x315 MVA, 400/220 kV ICT (7x105 MVA, 

including one spare) 

 400 kV ICT bays - 2 Nos. 

 220 kV ICT bays - 2 Nos. 

 400 kV line bays - 4 Nos. 

 220 kV line bays - 6 Nos. 

 80 MVAr, 420 kV Bus reactor - 1 No. 

 420 kV reactor bay - 1 No. 

 220 kV Bus coupler bay- 1 No.# 

 220 kV Transfer Bus Coupler (TBC) bay - 1 No.# 

Future provisions: Space for 

 400/220 kV ICTs along with bays: 2 Nos. 

 400 kV line bays along with switchable line 

reactor: 4 Nos. 

 220 kV line bays: 4 Nos. 

30 Months 

RFP: Request for Proposal Notification, S. No. 2 (Page No. 3) 

Section-1 “Introduction”, Clause 1.2  Table for Scope of Work 

TSA: Schedule: 1, Clause B 

Any other relevant clauses of RFP and TSA 

Detailed Scope of Work 

S. 

No. 

Scope of the Transmission Scheme Scheduled 

COD in months 

from Effective 

Date 

1.  
Establishment of 7x105 MVA, 400/220 kV Siot (GIS) 

S/s with 1x80 MVAr (420 kV) bus reactor 

 2x315 MVA, 400/220 kV ICT (7x105 MVA, 

including one spare) 

 400 kV ICT (GIS) bays - 2 Nos. 

 220 kV ICT (GIS) bays - 2 Nos. 

 400 kV line (GIS) bays - 4 Nos. 

 220 kV line (GIS) bays - 6 Nos. 

 80 MVAr, 420 kV Bus reactor - 1 No. 

 420 kV reactor (GIS) bay - 1 No. 

 220 kV Bus coupler (GIS) bay- 1 No. 

Future provisions: Space for 

 400/220 kV ICTs along with (GIS) bays: 2 Nos. 

 400 kV line (GIS) bays along with switchable line 

reactor: 4 Nos. 

 220 kV line (GIS) bays: 4 Nos. 

30 Months 
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S. 

No. 

Existing Provisions  Revised Provisions  

2.  LILO of 400 kV D/C (Twin) Amargarh (Kunzer)- 

Samba line at 400/220 kV Siot S/s  

# To fulfil the requirement of bus switching scheme. 

2.  LILO of 400 kV D/c (Twin) Amargarh (Kunzer)- Samba 

line at 400/220 kV Siot (GIS) S/s  

 

Note:  

i) Bay(s) required for completion of diameter (GIS) in one-and-half 

breaker scheme shall also be executed by the TSP. 

2.  RFP: Section-2 “Information and Instructions for Bidders”, Clause 2.6 

“Project Schedule of RFP and 

TSA: Schedule: 2, Scheduled COD and Schedule: 5, Quoted Transmission 

Charges 

Any other relevant clauses of RFP and TSA 

 

S. 

No. 

Name of the 

Transmission 

Element 

Scheduled 

COD in 

months 

from 

Effective 

Date 

Percentage of 

Quoted 

Transmission 

Charges 

recoverable 

on 

Scheduled 

COD of the 

Element of 

the Project 

Element(s) 

which are pre-

required for 

declaring the 

commercial 

operation 

(COD) of the 

respective 

Element 

1.  Establishment 

of 7x105 MVA, 

400/220kV Siot 

S/s with 1x80 

MVAR (420 kV) 

bus reactor  

30 

Months 

100% All elements of 

scheme are 

required to be 

commissioned 

simultaneously 

as their 

RFP: Section-2 “Information and Instructions for Bidders”, Clause 2.6 

“Project Schedule of RFP and 

TSA: Schedule: 2, Scheduled COD and Schedule: 5, Quoted Transmission 

Charges 

Any other relevant clauses of RFP and TSA 

 

Sl. 

No. 

Name of the 

Transmission 

Element 

Scheduled 

COD as per 

Gazette 

Notification 

 

% of Quoted 

Transmission 

Charges 

recoverable 

on Scheduled 

COD of the 

Element of 

the Project 

Element(s) 

which are pre-

required for 

declaring the 

commercial 

operation 

(COD) of the 

respective 

Element 

1.  Establishment of 

7x105 MVA, 400/220 

kV Siot (GIS) S/s 

with 1x80 MVAr 

(420 kV) bus reactor 

30 months 100% 

All elements of 

scheme are 

required to be 

commissioned 

simultaneously 
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S. 

No. 

Existing Provisions  Revised Provisions  

Future 

provisions: 

Space for 

 400/220kV 

ICTs along 

with bays: 

2nos 

 400 kV line 

bays along 

with 

switchable 

line reactor: 

4 nos. 

 220 kV line 

bays: 4 nos 

utilization is 

dependent on 

commissioning 

of each other.    

2.  LILO of 400kV 

D/C (Twin) 

Amargarh 

(Kunzer)- 

Samba line at 

400/220 kV Siot 

S/s. 
 

Future provisions: 

Space for 

 400/220 kV ICTs 

along with (GIS) 

bays: 2 Nos. 

 400 kV line (GIS) 

bays along with 

switchable line 

reactor: 4 Nos. 

 220 kV line (GIS) 

bays: 4 Nos. 

as their 

utilization is 

dependent on 

commissioning 

of each other.    

 

2.  LILO of 400 kV D/c 

(Twin) Amargarh 

(Kunzer)- Samba 

line at 400/220 kV 

Siot (GIS) S/s 

 

Note:  

i) Bay(s) required for completion of diameter (GIS) in one-and-half 

breaker scheme shall also be executed by the TSP. 

3.  RFP: Section-1 “Introduction”, Clause 1.3 

Project Description  

TSA: Schedule: 1, Clause A 

Description of the Transmission Scheme 

………. 
 

RFP: Section-1 “Introduction”, Clause 1.3 

Project Description  

TSA: Schedule: 1, Clause A 

Description of the Transmission Scheme 

 

Refer Annexure-A1 of Attachment No. 1. 

4.  RFP & TSA 

Specific Technical Requirements for Transmission Line 

RFP & TSA 

Specific Technical Requirements for Transmission Line  
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S. 

No. 

Existing Provisions  Revised Provisions  

……….  

 

Refer Annexure-A2 of Attachment No. 1. 

5.  RFP & TSA 

Specific Technical Requirements for Substation 

………... 

RFP & TSA 

Specific Technical Requirements for Substation 

 

Refer Annexure-B of Attachment No. 1. 

6.  RFP & TSA 

Specific Technical Requirements for Communication  

………… 

 

RFP & TSA 

Specific Technical Requirements for Communication  

 

Refer Annexure-C and Appendix-F.1 of Attachment No. 1. 
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Annexure – A1 

PROJECT DESCRIPTION 

In the 3rd meeting of NRPC (TP) held on 19.02.2021, JKPTCL requested for a new 400/220 kV 

substation at Siot to address shortfall of transmission capacity in the areas of Jammu, Rajouri 

and Punch district. The 400/220 kV substation proposed to feed the areas (at 220 kV level) near 

Rajouri, Akhnoor, & Katra (Jammu) region. Interconnection with Katra town (Katra-II S/s) was 

proposed to improve reliability of supply, considering the importance of Katra being a holy 

town with lots of visiting pilgrims. The substation would also provide relief from the low 

voltage issues at Draba/Chandak. After deliberations in the above meeting, Establishment of 

2x315 MVA, 400/220 kV Siot S/s with LILO of both circuits of 400 kV D/C Amargarh (Kunzer)- 

Samba line at 400/220 kV Siot was agreed. 

The transmission scheme was approved in the 5th NCT meeting held on 25.08.2021 and 

02.09.2021. In the meeting, it was also agreed that timeline for the implementation of the above 

transmission shall be March 2024. JKPDD shall complete their downstream network (220 kV) 

for drawl in the matching timeline of establishment of Siot S/s i.e. Mar’24.  

Subsequently NCT in its 25th meeting held on 28.11.2024 directed PFCCL to proceed the 

bidding process of Siot (ISTS) transmission scheme in the matching timeframe of intra-state 

scheme. Further in 37th NCT meeting held 19.01.26, it was decided to change the configuration 

of Siot Substation from AIS to GIS and it was directed to go ahead for bidding with this 

modified configuration as the bidding process of downstream network was awarded to 

PFCCL.  

The subject transmission scheme involves Establishment of 400/220 kV Siot Substation (GIS) 

and implementation of LILO of both circuits of 400 kV Amargarh (Kunzer)- Samba D/C line 

for dispersal of power to various load centres near Akhnoor, Rajouri & Katra (Jammu) region 

with reliability.  

Above transmission system was also agreed in 3rd meeting of NRPC (TP) held on 19.02.2021, 

4th meeting of NRPC (TP) held on 05.10.21 and 12.10.21 and 49th Northern Region Power 

Committee (NRPC) meeting held on 27/09/2021. Subsequently, Ministry of Power, 

Government of India, vide its Gazette Notification dated 06.12.2021 declared establishment of 

transmission scheme for Creation of 400/220 kV, 2x315 MVA S/S at Siot as ISTS through tariff 

based competitive bidding process route. 
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Annexure – A2 

SPECIFIC TECHNICAL REQUIREMENTS FOR TRANSMISSION LINE 

The design, routing and construction of transmission lines shall be in accordance with Chapter 

V, Part A of CEA (Technical Standards for Construction of Electrical Plants and Electric Lines) 

Regulations 2022, as amended from time to time. Other CEA Regulations/guidelines as 

amended up to date and Ministry of Power (MoP) guidelines as applicable, shall also be 

followed. 

 A.1.0  Selection of tower type shall be made as per CEA Regulations, however in case lattice 

type towers are used, the following shall also be applicable: 

A.2.0  Steel section of grade E 250 and/or grade E 350 as per IS 2062, only are permitted for 

use in towers, extensions, gantry structures and stub setting templates. For towers in 

snowbound areas, steel sections shall conform to Grade-C of IS-2062. 

A.3.0  Towers shall be designed as per IS-802:2015, however the drag coefficient of the tower 

shall be as follows: - 

Solidity Ratio Drag Coefficient 

Up to 0.05 3.6 

0.1 3.4 

0.2 2.9 

0.3 2.5 

0.4 2.2 

0.5 and above 2.0 

A.4.0  Transmission Service Provider (TSP) shall adopt any additional loading/design criteria 

for ensuring reliability of the line, if so desired and /or deemed necessary. 

A.5.0  Transmission line shall be designed considering wind zones as specified in wind map 

given in National Building Code 2016, Vol.1. The developer shall also make his own 

assessment of local wind conditions and frequent occurrences of High Intensity Winds 

(HIW) due to thunderstorms, dust-storms, downburst etc. along the line route and 

wherever required, higher wind zone than that given in wind map shall be considered 

for tower design for ensuring reliability of line. Further, for transmission line sections 

passing within a distance of 50 km from the boundary of two wind zones, higher of 
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the two wind zones shall be considered for design of towers located in such sections. 

A.6.0  Selection of reliability level for design of tower shall be as per CEA Regulation 

(Technical Standards for Construction of Electrical Plants and Electric Lines) 

Regulations 2022, as amended from time to time. 

A7.0    The line may pass through snowbound area partly, suitable ice loading on conductor 

& earth wire shall be considered.  

A.8.0  

a) In case of construction of transmission line of Voltage level of 400 kV and above, under 

crossing of the existing transmission line shall not be allowed. In the case where it is inevitable 

to under-cross the existing transmission line then TSP shall seek prior approval from Chief 

Electrical Inspector, CEA with detailed study ensuring that all statutory electrical clearances 

and Electric Field limit of 10 kV/m at 1 m and 1.8 m from ground level is not violated. 

b) For power line crossing of 400 kV or above voltage level, large angle and dead-end towers 

(i.e. D/DD/QD) shall be used on either side of power line crossing. 

c) For power line crossing of 132 kV and 220 kV voltage level, angle towers (B/C/D/DB/DC/DD/ 

QB/QC/QD) shall be used on either side of power line crossing depending upon the merit of 

the prevailing site condition and line deviation requirement. 

d) For power line crossing of 66 kV and below voltage level, suspension/tension towers shall be 

provided on either side of power line crossing depending upon the merit of the prevailing site 

condition and line deviation requirement. 

e) For crossing railways, national highways and state highways, the Rules/Regulations of 

appropriate authorities shall be followed. 

A.9.0  The relevant conductor configuration shall be as follows: - 

             Type of conductor: ACSR / AAAC / AL59 

  Basic parameters: 

Transmission 

line  

ACSR  

Conductor  

specified  

Equivalent AAAC 

conductor based on 

53.5% conductivity 

of Al Alloy  

Equivalent AL59 

conductor based on 

59% conductivity of 

AL Alloy*  

Sub-

conductor 

Spacing  

400 kV D/C  

(Twin Bundle) 

transmission 

lines  

Moose: 

Stranding  

 Stranding 

details:    

61/3.55 mm 

 

Stranding details:   

 

61/3.31 mm  
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54/3.53 mm-Al 

+ 7/3.53 mm-

Steel,  

31.77 mm 

diameter  

 

528.5 

mm2, Aluminiu

m area,  

  

Maximum DC 

Resistance at 

20°C 

(Ω/km): 0.0549 

  

Minimum 

UTS:  

 159.60 kN  

  

31.95 mm 

diameter;   

  

604 mm2  

Aluminium alloy 

area 

  

 Maximum DC     

Resistance at 20°C 

(Ω/km): 0.05506  

 

Minimum UTS:  

 159.80 kN  

 

29.79 mm diameter;   

  

525 mm2  

Aluminium alloy 

area  

  

Maximum DC 

Resistance at 20°C 

(Ω/km): 0.0566  

 

Minimum UTS:  

 124.70 kN  

450 mm  

Note:  

1. *To select any size above the minimum, the sizes mentioned in the Indian standard IS- 398 

(part-6) should be followed. 

2. The transmission lines shall have to be designed for a maximum operating conductor 

temperature of 85 oC. 

A.10.0 The required phase to phase spacing and horizontal spacing for 400 kV line shall be 

governed by the tower design as well as minimum live metal clearances for 400 kV 

voltage level under different insulator swing angles. However, the phase to phase 

spacing for 400 kV lines shall not be less than 8 m. 

A.11.0  All electrical clearances including minimum live metal clearance, ground clearance 

and minimum mid span separation between earth wire and conductor as given below 

shall be considered: 

              Minimum live metal clearances for 400 kV line:  

(i)  Under stationary conditions: 

                             From tower body: 3.05 m  

 

 



Attachment No. 01 to Amendment No. 06 to RFP documents reissued on 28.04.2025 for 

Selection of Bidder as Transmission Service Provider to establish Inter-State Transmission 

system for “Creation of 400/220 kV, 2x315 MVA S/S at Siot, Jammu & Kashmir 

 
                      (ii)   Under Swing conditions 

Wind Pressure Condition Minimum Electrical Clearance 

a) Swing angle (22º) 3.05 m 

b) Swing angle (44º)                                1.86 m 

a) Minimum ground clearance for 400 kV line: 8.84 m 

b) Minimum mid span separation between earthwire and conductor: 9.0 m 

A.12.0  Shielding angle shall not exceed 20 deg for 400 kV D/C transmission line. 

A.13.0  The Fault current for design of line shall be 63 kA for 1 sec for 400 kV. 

A.14.0  In case of 400 kV and above voltage class lines, at least one out of two earth wires shall 

be OPGW and second earth wire, if not OPGW, shall be either of Galvanized Stranded 

Steel (GSS) or Aluminum Alloy Conductor Steel Reinforced (AACSR) conductor type 

or any other suitable conductor type depending upon span length and other technical 

consideration. 

 A.15.0  Each tower shall be earthed such that tower footing impedance does not exceed 10 

ohms. Pipe type or Counterpoise type earthing shall be provided in accordance with 

relevant IS. Additional earthing shall be provided on every 7 to 8 kms distance for 

direct earthing of both shield wires. If site condition demands, multiple earthing or 

use of earthing enhancement compound shall be used. 

 A.16.0  Pile type foundation shall be used for towers located in river or creek bed or on bank 

of river having scourable strata or in areas where river flow or change in river course 

is anticipated, based on detailed soil investigation and previous years’ maximum 

flood discharge of the river, maximum velocity of water, highest flood level, scour 

depth & anticipated change in course of river based on river morphology data of at 

least past 20 years to ensure availability and reliability of the transmission line. 

A.17.0  Transmission line route shall be finalized, in consultation with appropriate 

authorities so as to avoid the habitant zones of endangered species and other 

protected species. Bird diverters, wherever required, shall be provided on the 

transmission line. In order to optimize the route, use of GATISHAKTI platform shall 

also be made. 

 

A.18.0 Wherever, transmission lines are passing through cyclone prone areas (i.e. areas up 

to 60 km from coast)/ creek regions/ aggressive soil areas following shall also be 
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applicable: 

a) The fabricated tower parts and stubs shall have a minimum overall zinc coating of 900 

g/m2 of surface area except for plates and sections below 5 mm which shall have a 

minimum overall zinc coating of 610 g/ m2 of surface area. The average zinc coating 

for all sections and plates 5 mm and above shall be maintained as 127 microns and that 

for plates and sections below 5 mm shall be maintained as 87 microns. 

b) Ready mix concrete of M30 Grade shall be used to avoid use of locally available saline 

water. However, design mix concrete of M30 Grade conforming to IS 456 with potable 

water can be used at locations where transportation of ready-mix concrete is not 

feasible. Minimum cement content in any case shall not be less than 330 kg/m3. 

c) The surface of the reinforced steel shall be treated with epoxy-based coating to enhance 

corrosion performance of foundation. Use of epoxy coated reinforcement in 

foundation shall be as per IS 13620. In addition, two (2) coats of bituminous painting 

of minimum 1.6 kg/m2 per coat shall be applied on all exposed faces of foundation (i.e. 

pedestal and base slab). 

d) Double coat 20 mm thick cement plaster shall be provided on all exposed concrete 

surface as well up to 300 mm below ground level to give protection to concrete surface 

from environmental and saline effect. 

e) Before coping of chimney top portion, three coats of anti-corrosive paint of minimum 

30-35 microns dry film thickness each shall be applied on the stub in the 50 mm coping 

portion as well as up to 350 mm above CL portion. 

 

A.19.0 The raised chimney foundation is to be provided in areas prone to flooding/water 

stagnation like paddy field /agricultural field and undulated areas to avoid direct 

contact of water with steel part of tower. The top of the chimney of foundation should 

be at least above High Flood Level (HFL) or the historical water stagnation/ logging 

level (based on locally available data) or above High Tide Level or 500 mm above 

Natural Ground level (whichever is higher). 

A.20.0     Routing of transmission line through protected areas of India shall be avoided to the 

extent possible. In case, it is not possible to avoid protected areas, the towers of the 

transmission line up to 400 kV level which are installed in protected areas shall be 

designed for Multi-circuit (4 circuits) configuration of same voltage level considering 

reliability level of at least two (2). The top two circuits of these multi-circuit towers 

shall be used for stringing of the transmission line under present scope and the 

bottom two circuits shall be made available for stringing of any future transmission 

line of any transmission service providers/ State transmission utilities/Central 
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transmission utilities passing through the same protected area. Further, the 

configuration and coordinates of such transmission towers shall be submitted to 

CEA, CTU & BPC by the TSP. 
 

A.21.0  The TSP shall abide by the Guidelines of CEA w.r.t. shifting of transmission lines for 

NHAI projects and other projects. 

A.22.0   Safety precautions in regards to gas/oil pipelines in vicinity of Transmission lines shall 

be taken in coordination with gas/ petroleum authorities. 

A.23.0 The stringing of the transmission line in the forest area shall be carried out through 

drones. 

A.24.0     RoW width and Span in different terrain shall be as per Schedule VII of CEA 

(Technical Standards for Construction of Electrical plants and Electric Lines) 

Regulations 2022, as amended from time to time. 

A.25.0    The tower shall be designed considering the porcelain Insulators with creepage factor 

of 31 mm/ kV irrespective of type of insulator used. 
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Annexure – B 

 

SPECIFIC TECHNICAL REQUIREMENTS FOR SUBSTATION 
 

The proposed 400/220 kV Siot S/s shall be Gas Insulated Substation (GIS) type conforming to 

the requirements of CEA (Technical Standards for Construction of Electrical Plants and 

Electric Lines) Regulations 2022, as amended from time to time.  
 

Other CEA Regulations/guidelines as amended up to date and MoP guidelines, as applicable, 

shall also be followed. 
 

B.1.0     Salient features of Substation Equipment and Facilities 

The design and specification of substation equipment are to be governed by the following 

factors: 
 

B.1.1     Insulation Coordination 

The system design parameters for substations/switchyards shall be as given below: 
 

Sl 

No. 

Description of parameters 400/220 kV Siot S/s 

400 kV 

System 

220 kV 

System 

1. System operating voltage 400 kV 220 kV 

2. Maximum voltage of the system 

(rms) 

420 kV 245 kV 

3. Rated frequency 50 Hz 50 Hz 

4. No. of phases 3 3 

5. Rated Insulation levels   

i) Lightning Impulse withstand voltage 

for (1.2/50 micro sec.) 

- for Equipment other than 

Transformer and Reactor 

 

- for Insulator String  

 

 

1425 kVp 

 

 

1550 kVp 

 

  

1050 kVp 

 

 

1050 kVp 

ii) 

 

Switching impulse withstand voltage 

(250/2500 micro sec.) dry and wet 

 

1050 kVp 

- 

iii) One-minute power frequency dry 

withstand voltage (rms) 

630 kV (AIS)/ 650 

kV (GIS) 

- 

iv) One-minute power frequency dry 

and wet withstand voltage (rms) 

- 460kV 
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Sl 

No. 

Description of parameters 400/220 kV Siot S/s 

400 kV 

System 

220 kV 

System 

6. Corona extinction voltage 320 kV - 

7. Max. radio interference voltage for 

frequency between 0.5 MHz and 2 

MHz  

1000 micro-volts 

at 266 kV rms 

1000 micro- volts 

at 156 kV rms 

8. Minimum creepage distance for 

insulator string/ longrod insulators/ 

outdoor bushings 

13020 mm  

(31 mm/kV) 

7595 mm  

(31 mm/kV) 

9. Minimum creepage distance for 

switchyard equipment  

10500 mm  

(25 mm/kV) 

6125 mm 

(25 mm/ kV) 

10. Max. fault current 63 kA 50 kA 

11. Duration of fault  1 Sec 1 Sec 
 

B.1.2 Switching Scheme 

The switching schemes, as mentioned below, shall be adopted at various voltage levels 

of substation/switchyard: 
 

Substation 
400 kV side 220 kV side 

400/220 kV Siot S/s One and half breaker Double Main  

 

Notes: - 

i) For one and half breaker switching scheme, any double circuit line consisting of two numbers of 

feeders and originating from the same transmission or generating switchyard shall not be 

terminated in one diameter. 

 

ii) Two transformers of same HV rating shall not be connected in the same diameter and similarly 

two bus reactors of same HV rating shall also not be connected in the same diameter. 

 

iii) A diameter in one and half breaker scheme is a set of 3 circuit breakers with associated isolators, 

earth switches, current transformers etc. for controlling 2 numbers of feeders. 

 

iv) In case of GIS substation where the bus scheme is One & Half breaker scheme, the diameters shall 

be complete with feeder/line side isolator to be used for any future line bay and GIS duct of the 

future bay shall be brought outside the GIS hall/building with extension/interface module suitably.  
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v) TSP shall plan distribution of line and transformer feeders to bus bar in such a way that all power 

can be evacuated successfully without crossing the thermal limit at any point of bus bar. 

 

vi) Connection arrangement of Switchable Line reactors shall be such that it can be used as Line 

reactor as well as Bus reactor with suitable NGR bypass arrangement.  

 

vii) 400 kV Bay configuration at Siot (GIS) substation shall consist of 04 Nos. of full diameter (one 

diameter consist of two Nos. Main and associated Tie bays). 
 
 

B.2.0 Substation Equipment and facilities (Voltage level as applicable): 

The switchgear shall be designed and specified to withstand operating conditions 

and duty requirements. All equipment shall be designed considering the following 

capacity.  
 

Sl. No Description of bay 400/220 kV Siot S/s  

400 kV 220 kV 

1. Bus Bar  4000 A 3000 A 

2. Line bay  3150 A 1600 A 

3. ICT bay 3150 A 1600 A 

4. Bus Reactor Bay 3150 A -- 

5. Bus Coupler bay -- 3000A 
 

B.2.1        Single Phase Autotransformer  

105 MVA, (400/√3)/ (220/√3)/33kV), 1-phase Transformer (including arrangement 

for 3-phase bank formation of 315 MVA) shall conform to CEA’s “Standard 

Specifications and Technical Parameters for Transformers and Reactors (66 kV and 

above Voltage Class)” as amended up to date available on CEA’s website. 

Spare transformer (1-phase) unit shall be placed and connected in such a way that 

in case of fault in any unit of any of the transformer banks (including for future 

transformer banks) can be replaced by spare unit without physically moving it. 
 

B.2.2        Shunt Reactor  

80 MVAr, 420 kV, 3-Phase reactor shall conform to CEA’s “Standard Specifications 

and Technical Parameters for Transformers and Reactors (66 kV and above Voltage 

Class)” as amended up to date available on CEA’s website.  

 



Attachment No. 01 to Amendment No. 06 to RFP documents reissued on 28.04.2025 for 

Selection of Bidder as Transmission Service Provider to establish Inter-State Transmission 

system for “Creation of 400/220 kV, 2x315 MVA S/S at Siot, Jammu & Kashmir 

 
B.2.3 400 kV & 220 kV GIS Substation equipment (as applicable)  

GIS (Gas Insulated Switchgear) shall be Indoor type in accordance to IEC: 62271-

203. The switchgear shall be designed and specified to withstand operating 

conditions and duty requirements. All the switchgear such as Circuit Breaker, 

isolator, earth switch including CT, PT etc. shall be GIS type. The Surge Arrestor 

and Voltage Transformer shall be either GIS or outdoor AIS type.  

The GIS assembly shall consist of separate modular compartments e.g. Circuit 

Breaker compartment, Bus bar compartment filled with SF6 Gas and separated by 

gas tight partitions so as to minimize risk to human life, allow ease of maintenance 

and limit the effects of gas leaks failures & internal arcs etc. These compartments 

shall be designed to minimize the risk of damage to adjacent sections and 

protection of personnel in the event of a failure occurring within the 

compartments. Rupture diaphragms with suitable deflectors shall be provided to 

prevent uncontrolled bursting pressures developing within the enclosures under 

worst operating conditions, thus providing controlled pressure relief in the 

affected compartment. The arrangement of gas sections or compartments shall be 

such as to facilitate future extension of any make without any drilling, cutting or 

welding on the existing equipment. To add equipment, it shall not be necessary to 

move or dislocate the existing switchgear bays. The layout of Gas Insulated Bus 

Ducts shall be properly planned to optimize the length of bus ducts and for easy 

accessibility for maintenance. The length of busbars, bus ducts, isolator sections 

shall be optimized considering effects of fast transient voltage due to isolator 

operations.  

The bus bar modules including auxiliary bus modules (wherever applicable) shall 

be provided with suitable End Piece (Interface) module on both sides with the 

test link facility for future extension as per provisions of future requirements. The 

end piece module shall be designed in such a way so that future GIS modules may 

be tested without extending test voltage to existing bus and vice-versa by 

removing the test link.  

TSP shall make available the complete details for the design of interface module 

such as cross section, enclosure material, enclosure dimensions (inner and outer), 

Flange diameter (inner and outer), conductor cross-section and connection 

arrangement, bolt spacing & dimension, rated gas pressure, Gasket detail etc. 

Further, adequate space for GIS busbar interface module shall be taken into 
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account for future scope.  

Each section shall have plug-in or easily removable connection pieces to allow for 

easy replacement of any component with the minimum disturbance to the 

remainder of the equipment. Inspection windows (View Ports) shall be provided 

for Disconnector Switches and both type of earth switches i.e. Maintenance and 

fast operating.  

Local Control Cabinets (LCC) shall be provided as per requirement. The alarm & 

annunciation of GIS equipment shall be wired to the SCADA System.  

The material and thickness of the enclosures shall be such as to withstand an 

internal flashover without burns through for a period of 300 ms at rated short time 

withstand current. The material shall be such that it has no effect of environment 

as well as from the by-products of SF6 breakdown under arcing conditions. This 

shall be validated with Type Test.  

Service continuity requirement for GIS:  

The GIS equipment with the given bus switching arrangement shall be divided 

into different gas compartments. During the work such as a fault repair or major 

maintenance, requiring the dismantling of a gas compartment for which more 

than one compartments may need to be de-gassed.  

TSP shall meet following Service continuity conditions (to the extent possible) 

with ensuring equipment and operating personnel’s safety: 

 

 For One & half breaker bus switching scheme, during a fault in Circuit Breaker 

compartment, no bus bar and feeder is permitted out of service during 

maintenance and repair/replacement.   

 For Double Main bus switching scheme, during a fault in Circuit Breaker 

compartment, no bus bar is permitted out of service during maintenance and 

repair/replacement.  

 During a fault in a GIS compartment other than the Circuit Breaker compartment, 

maximum of one bus bar and/or one feeder is permitted out of service during 

maintenance and repair/replacement.  

UHF sensors in GIS for PD (Partial Discharge) detection:  

The adequate number of Ultra High Frequency (UHF) sensors shall be provided 

in the offered GIS along with suitable portable type Partial Discharge (PD) 
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measuring instrument for detection of Partial discharge (of 5 pC and above as per 

IEC 60270). The number and location of these sensors shall be based on laboratory 

tests on the typical design of GIS as per recommendations of CIGRE Document 

No. 654 (Application Guide for sensitivity verification for UHF Partial discharge 

detection system for GIS).  

B.2.3.1 Circuit Breakers (GIS) 

GIS Circuit breakers shall in general be of C2-M2 class and comply with IEC-

62271-100. The rated break time shall not exceed 40 ms for 400 kV and 60 ms for 

220 kV. Circuit breakers shall be provided with single phase and three phase auto 

reclosing. Each breaker would have two sets of trip circuits which would be 

connected to separate DC supplies for greater reliability. The Circuit breakers 

controlling 400 kV lines wherever required shall be provided with pre-insertion 

closing resistor of about 400 ohms with 8 ms insertion time or Controlled 

Switching Device (CSD) for lines longer than 200 km. The short line fault capacity 

shall be the same as the rated capacity and this is proposed to be achieved without 

use of opening resistors. Control Switching Device shall be provided in the Circuit 

Breaker of switchable line reactor bay and in Main & Tie bay circuit breakers of 

line with non-switchable line reactors, Bus reactors & Transformer of 400 kV and 

above voltage class. 
 

B.2.3.2 Isolators (GIS) 

The isolators shall comply with IEC 62271-102 in general. Earth switches shall be 

provided at various locations to facilitate maintenance.  Main blades and earth 

blades shall be interlocked and interlock shall be fail safe type. All isolators and 

earth switches shall be motor operated type.   

The isolator shall be of extended mechanical endurance class-M2 and suitable for 

Bus Transfer Current Switching duty as per IEC standards. High speed earthing 

switches shall be provided for grounding purposes at overhead line terminations 

and cable terminations and shall have fault making capability as specified. Earth 

switch for line isolator shall be of earthing switch class E1 and shall be suitable for 

induced current switching duty as defined for Class-B as per relevant standard. 

B.2.3.3 Current Transformers (GIS) 

Current Transformers shall comply with IEC 61869 in general. All ratios shall be 

obtained by secondary taps only.  For 400 kV and above voltage class, generally 

Current Transformers (CT) shall have five cores (four for protection and one for 
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metering) whereas; CT in Tie bays shall have six cores (four for protections & two 

for metering) suitably distributed on both sides of CB. 220 kV Current 

Transformers (CT) shall have five cores (four for protection and one for metering). 

The burden and knee point voltage shall be in accordance with the requirements 

of the system including possible feeds for telemetry. The accuracy class for 

protection core shall be PX and for metering core it shall be 0.2S. The rated burden 

of cores shall be closer to the maximum burden requirement of metering and 

protection system (not more than 20 VA for metering core) for better sensitivity 

and accuracy.  

The instrument security factor shall be less than 5 for CTs up to 400 kV voltage 

class.  
 

B.2.3.4 Voltage Transformers (GIS)  

The voltage transformers shall conform to IEC-61869. Voltage transformers shall 

be of electromagnetic type with SF6 gas insulation. The earth end of the high 

voltage winding and the ends of the secondary winding shall be brought out in 

the terminal box. The voltage transformers shall be located as a separate bay 

module and will be connected phase to ground and shall be used for protection, 

metering and synchronization. The voltage transformers shall be of inductive 

type, nonresistant and shall be contained in their own-SF6 compartment, 

separated from other parts of installation. The voltage transformer shall be 

effectively shielded against high frequency electromagnetic transients. The 

voltage transformer shall have three secondary windings out of which two shall 

be used for protection and one for metering. The voltage transformer should be 

thermally and dielectrically safe when the secondary terminals are loaded with 

the guaranteed thermal burdens. The accuracy class for protection cores shall be 

3P. The accuracy of 0.2 on metering core should be maintained throughout the 

entire burden range on all the three windings without any adjustments during 

operation. The rated burden of cores shall be closer to the maximum burden 

requirement of metering and protection system (not more than 50 VA for metering 

core) for better sensitivity and accuracy. 
 

B.2.3.5 Surge Arresters (GIS) 

336 kV Station High (SH) duty & 216 kV Station Medium (SM) duty gapless type 

Surge arresters with thermal energy (Wth) of minimum 12 kJ/kV & 7 kJ/kV 

conforming to IEC 60099-4 in general shall be provided for 420 kV & 245 kV 

systems respectively. Other characteristics of Surge arrester shall be chosen in 
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accordance with system requirements. Surge arresters shall be provided at line 

entrance near Transformers & Reactor so as to achieve proper insulation 

coordination. Surge Arresters shall be provided with porcelain/ polymer housing 

fitted with pressure relief devices. A leakage current monitor with surge counter 

shall be provided with each surge arrester. 

B.2.3.6     SF6 to Air Bushing 

Outdoor bushings, for the connection of conventional external conductors to the 

SF6 metal enclosed switchgear, shall be provided. Bushings shall generally be in 

accordance with the requirements of IEC-60137. The creepage distance over the 

external surface of outdoor bushings shall not be less than 31 mm/kV. SF6 to air 

Bushing shall be of Polymer / composite type and shall be robust and designed for 

adequate cantilever strength to meet the requirement of seismic conditions. The 

electrical and mechanical characteristics of bushings shall be in accordance with 

IEC 60137. Polymer/composite insulator shall be seamless sheath of silicon rubber 

compound. The housing and weather sheds should have silicon content of 

minimum 30% by weight. It should protect the bushing against environmental 

influences, external pollution and humidity. The hollow silicon composite 

insulators shall comply with the requirements of IEC 61462 and the relevant parts 

of IEC 62217. 

 

 B.2.4        400 kV & 220 kV AIS Substation equipment  

B.2.4.1   Capacitor Voltage Transformers (AIS) 

  Capacitive Voltage Transformers shall comply with IEC 61869 in general. These 

shall have three secondaries out of which two shall be used for protection and 

one for metering. The accuracy class for protection cores shall be 3P and for 

metering core shall be 0.2. The Capacitive voltage Transformers on lines shall be 

suitable for Carrier Coupling. The Capacitance of CVT for 400 kV and 220 kV 

shall be of 4400/8800 pF depending on PLCC requirements. The rated burden of 

cores shall be closer to the maximum burden requirement of metering and 

protection system (not more than 50 VA for metering core) for better sensitivity 

and accuracy.  
 

B.2.4.2      Surge Arresters (AIS) 

   336 kV Station High (SH) duty gapless type Surge  Arresters with thermal energy 

(Wth) of minimum 12 kJ/kV conforming to IEC 60099-4 in general shall be 



Attachment No. 01 to Amendment No. 06 to RFP documents reissued on 28.04.2025 for 

Selection of Bidder as Transmission Service Provider to establish Inter-State Transmission 

system for “Creation of 400/220 kV, 2x315 MVA S/S at Siot, Jammu & Kashmir 

 
provided for 420 kV systems. Other characteristics of Surge arrester shall be 

chosen in accordance with system requirements. Surge arresters shall be 

provided at line entrances, near Transformers & Reactor so as to achieve proper 

insulation coordination. Surge Arresters shall be provided with porcelain/ 

polymer housing fitted with pressure relief devices. A leakage current monitor 

with surge counter shall be provided with each surge arrester. 
 

B.2.5 Protection Relaying & Control System 

The protective relaying system proposed to be provided for transmission lines, 

auto- transformers, reactors and bus bars to minimize the damage to the 

equipment in the events of faults and abnormal conditions, is dealt in this section. 

All main protective relays shall be numerical type with IEC 61850 communication 

interface and should have interoperability during integration of numerical relays 

to communicate over IEC 61850 protocol with RTU/SAS/IEDs of different OEMs. 

All numerical relays shall have built in disturbance recording feature. 

The protection circuits and relays of the transformer and reactor shall be 

electrically and  physically segregated into two groups each being independent 

and capable of providing uninterrupted protection even in the event of one of the 

protection groups failing, to obtain redundancy, and to take protection systems 

out for maintenance while the equipment remains in service. 

a) Transmission Lines Protection 

400 kV and 220 kV lines shall have Main-I numerical three zone distance 

protection scheme with carrier aided inter-tripping feature. 400 kV and 220 kV 

lines shall also have Main-II numerical distance protection scheme like Main-I but 

from different make that of Main-I. The Main-I and Main-II protection relays of 

same make may be provided only if they are of different hardware and 

manufacturing platform or different principle of operation. 

 However, Line Current Differential Relay (with back up distance protection 

feature) as Main–I and Main-II shall be considered at both ends for short lines (line 

length below 30 km) having Fibre Optic Communication Link. Differential relay 

at remote end shall be provided by the TSP.  The associated power & control 

cabling and integration with SAS at remote end shall be provided by respective 

bay owner. 

 In case of 220 kV line bays, Line Current differential relay (with back up distance 

protection feature) as Main-I and Main-II shall be provided. Further, in such cases, 
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the matching line current differential relay for remote end shall be provided by 

the TSP as loose supply. 

In case of loop in loop out of transmission lines, the existing protection scheme 

shall be studied and suitable up-gradation (if required) shall be carried out. 

Further, all 400 kV and 220 kV lines shall be provided with single and three phase 

auto- reclosing facility to allow reclosing of circuit breakers in case of transient 

faults. These lines shall also be provided with distance to fault locators to identify 

the location of fault on transmission lines. 

All 400 kV lines shall also be provided with two stages over voltage protection. 

The over voltage protection and distance to fault locator may be provided as in-

built feature of Main-I & Main-II protection relays.  

Auto reclose as built-in function of Bay Control Unit (BCU) is also acceptable. 

The Main-I and Main-II protection relays shall be fed from separate DC sources 

and shall be mounted in separate panels. 

For 400 kV and 220 kV transmission lines, directional IDMT earth fault relay 

should be provided as standalone unit or in-built feature of Main-I and Main -II 

feature. 
 

b) Auto Transformer Protection 
 

These shall have the following protections: 
 

i) Numerical Differential Protection 

ii) Numerical Restricted Earth Fault Protection 

iii) Numerical Back-up Over-Current and Earth Fault Protection on High Voltage 

(HV) & Intermediate Voltage (IV) side 

iv) Numerical Over Fluxing Protection on HV and IV side 

v) Numerical Overload Alarm 

     Further, Numerical Back-up Over-current and earth fault protection on HV and 

IV side of autotransformer shall not be combined with other protective functions 

in the main relays and shall be independent relays. Besides these, power 

transformers shall also be provided with Buchholz relay, Magnetic Oil Gauge 

(MOG) with low oil level alarm, protection against high oil and winding 

temperature and pressure relief device etc. 

Suitable monitoring, control (operation of associated circuit breaker and isolator) 
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and protection for LT auxiliary transformer connected to tertiary winding of auto-

transformer for the purpose of auxiliary supply shall be provided. The over 

current and other necessary protection shall be provided for the auxiliary 

transformer. These protection and control may be provided as built in feature 

either in the bay controller to be provided for the auxiliary system or in the control 

& protection IEDs to be provided for autotransformer. 
 

c) Reactor Protection 
 

Reactor shall be provided with the following protections: 
 

i) Numerical Differential Protection. 

ii) Numerical Restricted Earth Fault Protection 

iii)Numerical Back-up Impedance Protection 
 

Besides these, reactors shall also be provided with Buchholz relay, Magnetic Oil 

Gauge (MOG) with low oil level alarm, protection against oil and winding 

temperatures & pressure relief device, etc. 
 

d) Bus bar Protection 

The high speed low impedance type bus bar differential protection, which is 

essential to minimize the damage and maintain system stability at the time of bus 

bar faults, shall be provided for 400 kV and 220 kV buses. Duplicated bus bar 

protection is envisaged for 400 kV bus-bar protection. Bus bar protection scheme 

shall be such that it operates selectively for each bus and incorporate necessary 

features required for ensuring security. The scheme shall have complete bus bar 

protection for present as well as future bays envisaged i.e. input / output modules 

for future bays shall also be provided. 

Bus Bar protection system for new substation shall be de-centralized (distributed) 

type. 

In case, the bus section is provided, then each side of bus section shall have 

separate set of bus bar protection schemes. 

Peripheral Units (PUs) shall be provided by the respective bay owners  

For existing substations, the existing bus bar protection shall be augmented as per 

requirement.  
 

e) Local Breaker Back up Protection 
 

This shall be provided for each 400 kV and 220 kV circuit breakers and will be 
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connected to de-energize the affected stuck breaker from both sides. 

 

Notes: 
 

1. LBB and REF relays shall be provided separately from transformer differential relay. 

2. LBB relay may also be provided as built-in protection function of distributed bus bar 

protection scheme; however, in such case separate LBB relay shall be provided for tie bays 

(in case of One and Half breaker scheme). 

3. Over fluxing and overload protection can be provided as built-in feature of differential 

relay. 

4. In 400 kV switchyard, if spare bay of half diameter is identified as future, Tie CB relay 

panel shall be with Auto-reclosure feature. 
 

B.2.6 Substation Automation System 

a) For all the new substations, state of art Substation Automation System (SAS) 

conforming to IEC-61850 shall be provided. The distributed architecture shall be 

used for Substation Automation System, where the controls shall be provided 

through Bay Control Units. The Bay Control Unit is to be provided bay wise for 

voltage level 220 kV and above. All Bay Control Units as well as protection units 

are normally connected through an Optical fibre   high speed network. The 

control and monitoring of circuit breaker, dis-connector, re-setting of relays etc. 

can be done from Human Machine Interface (HMI) from the Control Room. 
 

The functions of control, annunciation, disturbance recording, event logging and 

measurement of electrical parameters shall be integrated in the Substation 

Automation System. 

     At the new substations, the Substation Automation System (SAS) shall be suitable 

for the operation and monitoring of the complete substation including proposed 

future bays/elements. 
 

In the existing substations with a Substation Automation System (SAS), 

augmentation of existing SAS shall be done for bays under the present scope. 
 

In the existing Substations where Substation automation is not provided, control 

functions shall be done through control panels. 
 

Necessary gateway and modems (as required) shall be provided to send data to 

RLDC/SLDC as per their requirement and shall be provisioned with 2+2 

redundancy i.e. 2 channels for Main Control Centre and 2 channels for Backup 

Control Centre. In order to meet this requirement, suitable redundancy at port 
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and card level need to be ensured by the TSP to avoid any single point of failure 

which may lead to interruption in real-time grid operation. Accordingly, all the 

hardware for communication services of station as stated above shall support 

dual redundancy for data transmission of station to respective main and backup 

RLDCs. Any augmentation work at RLDC/SLDC is excluded from TSP’s scope. 

However, all the configuration work at substation end required to send data to 

RLDC/SLDC shall be in the scope of TSP. 
 

b) Time Synchronisation Equipment 
 

Time synchronization equipment complete in all respect including antenna, cable 

and processing equipment required to receive time signal through GPS/NavIC or 

from National Physical Laboratory (NPL) through INSAT shall be provided at 

new substations. This equipment shall be used to synchronize SAS & IEDs etc. 
 

B.3.0 Substation Support Facilities 
 

Certain facilities required for the operation and maintenance of substations as 

described below shall be provided at the new substation. In existing substation, 

these facilities have already been provided and will be extended/ augmented as 

per requirement. 
 

B.3.1 AC & DC power supplies 
 

For catering the requirements of three phase and single phase AC supply and DC 

supply for various substation equipment (for present and future scope), the 

following arrangement is envisaged: - 

 

(i) For LT Supply at each new Substation, two (2) Nos. of LT Transformers (minimum 

630 kVA for substations with highest voltage rating as 400 kV) shall be provided 

out of which shall be fed from two independent sources as per the CEA (Technical 

Standards for Connectivity to the Grid) Regulations, 2007. 

 

Metering arrangement with Special Energy Meters (SEMs) shall be provided by 

TSP at 33 kV tertiary of Transformer for drawing auxiliary supply at new 

substation. Such SEMs shall be provided by CTU at the cost of the TSP. Accounting 

of such energy drawn by the TSP shall be done by RLDC/RPC as part of Regional 

Energy Accounting. 
 

Additionally, Active Energy Meters may be provided at the same point in the 33 

kV tertiary of Transformer by local SEB/DISCOM for energy accounting. 
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(ii) 2 sets of 220 V battery banks for control and protection and 2 sets of 48 V battery 

banks for PLCC/ communication equipment shall be provided at each new 

Substation. Each battery bank shall have a float-cum-boost charger.  

 

At new substation, sizing of 220 V battery and battery charger shall be done based 

on the number of bays specified (including future bays) as per CEA Regulations 

and relevant IS. 2 sets of 48 V battery banks for PLCC and communication 

equipment for present and future scope shall be provided at each new Substation 

with at least 10-hour battery backup and extended backup, if required. 

 

(iii) Suitable AC and DC distribution boards and associated LT Switchgear shall be 

provided at new substation. 
 

For new substation, following switch boards shall be considered with duplicate 

supply with bus coupler/ sectionalizer and duplicate outgoing feeders except for 

Emergency lighting distribution board which shall have only one incoming feeder: 
 

(a) 415V Main Switch board – 1 No.  

(b) AC distribution board – 1 No. 

(c) Main lighting distribution board – 1 No. 

(d) Emergency lighting distribution board – 1 No. 

(e) 220 Volt DC distribution board – 2 Nos. 

(f) 48 Volt DC distribution board – 2 Nos. 
 

Sizing of LT Switchgear shall be suitable to cater the requirement for all present 

and  future bays. AC and DC distribution boards shall have modules for all the 

feeders (including future as specified). 
 

(iv) At new Substation, one No. of DG set (minimum 250 kVA for substations with 

highest voltage rating as 400 kV) shall be provided for emergency applications. 

(v) At new substation, sizing of battery and battery chargers shall be done based on 

the number of bays specified (including future bays). 
 

B.3.2 Fire Fighting System 
 

Fire-fighting system for substation including Transformer and Reactor shall 

conform to CEA (Measures Relating to Safety and Electric Supply) Regulations, 

2023 as amended from time to time. 
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Further, adequate water hydrants and portable fire extinguishers shall be 

provided in the substations. The main header of the firefighting system shall be 

suitable for extension to bays covered under the future scope; necessary piping 

interface in this regard shall be provided. 
 

Optical Beam type heat detection for GIS hall fire protection system shall be 

provided for all the GIS halls.  

B.3.3 Oil evacuating, Filtering, Testing & Filling apparatus 
 

To monitor the quality of oil for satisfactory performance of Transformers, Shunt 

Reactors  and for periodical maintenance necessary oil evacuating, filtering, 

testing and filling apparatus would be provided at new substations. Oil storage 

tanks of adequate capacities for  storage of transformer oil would be provided. 
 

Online Transformer Oil Drying Out System shall be provided in line with the 

provisions of Standard Specification and Technical Parameters for Transformers 

and Reactors (66 kV and above Voltage Class) as amended up to date available 

on CEA website 
 

B.3.4 Illumination 
 

Normal and emergency AC and DC illumination shall be provided adequately in 

the control room and other buildings of the substation. The switchyard shall also 

be provided with adequate illumination. 
 

The lighting of the entire control room building, fire-fighting pump house, other 

building (if any) and switchyard shall be done by LED based low power 

consumption luminaries. 
 

B.3.5 Control Room 
 

For the new substation, substation control room shall be provided to house 

substation work stations for station level control (SAS) along with its peripheral 

and recording equipment, AC and DC distribution boards, DC batteries and 

associated battery chargers, Fire Protection panels, Telecommunication panels 

and other panels as per requirements. Air conditioning shall be provided in the 

building as functional requirements. Main cable trenches from the control room 

shall have adequate space provision for laying of cables from the control room 

for all the future bays. 
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B.3.6        GIS hall 

The Gas Insulated Switchgear (GIS) of each voltage level along with other 

associated equipment shall be housed inside the separate GIS building. The 

panels i.e. Bay level units, bay mimic, relay and protection panels, RTCC panels, 

PLCC panels, panels for tele-communication system etc. are to be placed in a 

separate room in the GIS building. The size of the room shall be such that all the 

panels for the bays under present scope shall be accommodated. The panel room 

shall be air-conditioned. Further, the temperature of the room shall be monitored 

through substation automation system by providing necessary temperature 

transducers. Ventilation system of suitable capacity shall be provided for each 

GIS hall. 

 

One EOT Crane of suitable capacity for erection and maintenance of largest GIS 

component/assembly and all plant installed in the GIS switchgear room shall be 

provided in each GIS hall. The crane shall be capable of fulfilling all special 

requirements for erection & maintenance of GIS equipment. The capacity of the 

crane shall be sized to lift the heaviest GIS switchgear component. 
 

Further, both the 400 kV & 220 kV GIS building shall be suitable for expansion 

such that future adjacent GIS bays can be installed from either side of GIS 

building as per layout requirement. 
 

B.3.7 Control Concept 
 

All the EHV circuit breakers in substation/switching stations shall be controlled 

and synchronized from the switchyard control room/remote control center. All 

the isolators shall have control from remote/local whereas the earth switches shall 

have local control only. 

B.3.8 Visual Monitoring System (VMS) for watch and ward of substation premises: 

Visual Monitoring System for effective watch and ward of substation premises 

shall cover all the transformers and reactors, all other major AIS Equipment (such 

as CB, isolators, CT, CVT, SA etc. as applicable), GIS bays, panel room, all the gates 

of switchyard and all entry and exit points of control room building and 

accordingly the location of cameras shall be decided. . In addition to the gates of 

the switchyard, the cameras shall also be located around the boundaries at suitable 

locations.  The camera shall be high definition color CCD camera with night vision 

feature. The VMS data partly/completely shall be recorded (minimum for 15 days) 

at least @25fps (or better) and stored on network video recorder. The system shall 
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use video signals from various cameras installed at different locations, process 

them for viewing on workstations/monitors in the control room and 

simultaneously record all the cameras. The VMS data should go only to the 

intended personnel/facility and not to the remote server of the Camera (VMS 

supplier). 

 

Mouse/keyboard controllers shall be used for pan, tilt, zoom and other functions 

of the desired camera. The Visual Monitoring System shall have provision of WAN 

connectivity for remote monitoring.  

All camera recordings shall have Camera ID & location/area of recording as well 

as date/time stamp. The equipment should generally conform to Electromagnetic 

compatibility requirement for outdoor equipment in EHV substation.  

Advisory on deployment of CCTV issued by Ministry of Electronics and 

Information Technology (MEITY) shall be followed.  

At existing substations, the visual monitoring system if available shall be 

augmented as per existing or better specification as required.  

B.4.0 General Facilities 
 

a) Line Gantry/Towers are envisaged for bays under present scope only. However, 

for adjacent future line bay, gantry/tower shall be designed for extension 

(considering Quad conductors for 400 kV and Twin conductor for 220 kV future 

lines) wherever applicable. 
 

b) TSP has to arrange for construction power and water on its own. 
 

c) All outdoor steel structures including anchor/foundation bolts shall be fully 

galvanized. The weight of the zinc coating shall be at least 610 gm/m2. However, for 

coastal/creek regions it shall be at least 900 gm/m2 (if applicable). 

 

d) In 400 kV switchyard, if spare bay of half diameter is identified as future, all the 

equipment for Tie and Future bay shall be designed considering the current rating 

of line bay i.e. 3150 A. 

 

e) Boundary wall shall be brick masonry wall with RCC frame or Stone masonry wall 

or Precast RCC wall under present scope along the property line of complete 

substation area including future switchyard area to prevent encroachment and 

unauthorized access. Minimum height of the boundary wall shall be of 1.8 m from 

Finished Ground Level (FGL). 
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f) All electrical equipment shall be installed above the Highest Flood Level (HFL) 

and where such equipment is not possible to be installed above Highest Flood 

Level, it shall be ensured that there is no seepage or leakage or logging of water.  

 

g) As per CEA (Technical Standards for Construction of Electrical Plants and Electric 

Lines) Regulations 2022 and CEA Manual on Transmissions Planning criteria 2023, 

line approaching substation shall normally be perpendicular to the substation 

boundary for a stretch of 2-3 km. Accordingly, TSP shall ensure that line 

terminations at substations are arranged in a manner to avoid hindrance to future 

line terminations at the substations.  

 

h) TSP shall finalize the substation site/layout such that the corridor for the 

termination of lines, including future lines at the substation, can be accommodated 

without any constraints. Accordingly, forests, large water bodies, or hills adjacent 

to the substation boundary should be avoided. 
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Annexure-C 

 

SPECIFIC TECHNICAL REQUIREMENTS FOR COMMUNICATION 

The communication requirement shall be in accordance to CEA (Technical Standards for 

Communication System in Power System Operations) Regulations, 2020, CEA (Technical 

Standards for Construction of Electrical Plants and Electric Lines) Regulations, 2022, CERC 

(Communication System for inter-State transmission of electricity) Regulations, 2017, CEA 

(Cyber Security in Power Sector) Guidelines, 2021, CERC Guidelines on “Interface 

Requirements” 2024 and all above documents as amended from time to time. 

 

The communication services viz. SCADA, AGC (wherever applicable), VoIP, AMR and 

PMU have been identified as critical services and therefore shall be provisioned with 2+2 

redundancy i.e. 2 channels for Main Control Centre and 2 channels for Backup Control 

Centre. In order to meet this requirement, suitable redundancy at port and card level need 

to be ensured by the TSP to avoid any single point of failure which may lead to interruption 

in real-time grid operation.  

 

PMU to PDC communication (wherever required) shall be through 2 channels to the PDC 

(main) as there is no backup PDC at present.   

 

Accordingly, all the hardware for communication services of station as stated above shall 

support dual redundancy for data transmission of station to respective main and backup 

RLDCs 

 

The complete ISTS communication system commissioned by TSP under the RFP shall be the 

asset of ISTS and shall be available for usage of ISTS requirements as suggested by CTU 

from time to time.  

 

In order to meet the requirement for grid management and operation of substations, 

Transmission Service Provider (TSP) shall provide the following:  

  
 

C.1.0. Establishment of 400/220 kV Siot S/s 

 

(i) TSP shall supply, install & commission one or more FODP with minimum 432 Fiber 

capacity with panel and approach Cable (48F each except LILO of Siot where 24Fx2 

approach shall be required) with all associated hardware fittings from gantry tower 

to Control Room for all the incoming lines envisaged under the present scope. 

 

(ii) TSP shall supply, install & commission One or more STM-16 (FOTE) equipment 

alongwith panel/s supporting minimum Ten (10) directions with MSP (Multiplex 

Section Protection – 1+1). These directions shall exclude protected (1+1) local patching 

among equipment (if any). Communication Equipment shall be provided with 

necessary interfaces to meet the voice and data communication requirement among 
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Siot S/s, Amargarh (Kunzer) S/s and Samba S/s. Necessary direction shall also be 

provided in FOTE for 6 No. line bays, however required optical interfaces shall be 

provided by upcoming entities on this line at the time of connectivity with Siot S/s. 

The suitable DC Power Supply and backup to be provided for communication 

equipment. 

 

(iii) FODP & FOTE equipment with panels shall be provided in the Control 

Room/SPR/GIS hall of Siot S/s. FOTE & FODP equipment can be accommodated in 

same panel to optimize space.  

 

(iv) The new communication equipment under the present scope shall be compatible for 

integration with existing regional level centralized NMS. The local configuration of 

the new communication equipment shall be the responsibility of TSP. The 

configuration work in the existing centralized NMS for integration of new 

Communication equipment shall be done by Regional ULDC Team, however all the 

necessary support in this regard shall be ensured by TSP. 

 

(v) TSP shall deploy Cyber Security System in compliance with CEA (Cyber Security in 

Power Sector) Guidelines, 2021 and CEA (Cyber Security in Power Sector) Regulation, 

from its date of publication/ notification and their amendments thereof. 

 

(vi) The maintenance of all the communication equipment and software thereof including 

FOTE, FODP, PMU, approach cable, DCPS alongwith Battery Bank & Cyber Security 

system shall be the responsibility of TSP.  

 

Note: Necessary optical interfaces to be provided by the TSP in the FOTE of Amargarh 

(Kunzer) S/s and Samba S/s as per link budget requirement after change of fiber length 

due to LILO at Siot PS. 
 

 

 

C.2.0 OPGW requirement for LILO of Amargarh (Kunzer) – Samba 400 kV D/C line at 

Siot S/s 
 

On LILO of 400 kV Amargarh (Kunzer) - Samba D/C line at Siot S/s, TSP shall supply, install 

& commission OPGW and earthwire as per Tower Configurations: 

 

(i) Loop-In and Loop out Ckt on Single Towers: Two (2) No. OPGW cable containing 24 

Fibers (24F) OPGW to be installed & commissioned by the TSP on both the Earthwire 

peaks. 

 

(ii) Loop-In and Loop out Ckt on Two separate Towers: One (1) No. OPGW cable 

containing 24 Fibers (24F) on one earthwire peak & conventional earthwire on other 

E/W peak for both Loop In and Loop Out Lines. 
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The TSP shall install OPGW cables from the gantry of Siot S/s up to the LILO tower with all 

associated hardware including Vibration Dampers, mid-way & gantry Joint Boxes (called 

OPGW Hardware hereafter) and finally terminate in Joint Boxes at Siot S/s. The LILO portion 

length is 15 kms (approx.). After LILO, if fiber length for links Siot - Amargarh (Kunzer) and 

Siot - Samba is above 225 kms then repeater shall be envisaged, otherwise line can be 

managed as a repeater less link. 

 

TSP shall finalize the location of the repeater station depending upon the actual site 

conditions.  Further TSP shall comply with the requirements mentioned as per Appendix-F.1 

 

Maintenance of OPGW Cable & OPGW Hardware shall be the responsibility of TSP. 

 

Note: On the existing Amargarh (Kunzer) – Samba 400 kV D/C line 24 Fiber OPGW is 

available therefore on LILO portion 24 Fiber OPGW is considered (TSP should need 

to do site survey before installing OPGW).  
 

 

C.3.0  Specific Requirement for Phasor Measurement Units (PMUs) 
 

TSP shall supply, install and commission required No. of Phasor Measurement Units 

(PMUs) as per the “Guidelines on Unified Philosophy for placement of PMUs in Indian 

Grid” issued vide CEA letter No. CEA-PS-14-12/9/2024-PSETD Division dated 19.03.2025 

for the scope of this RfP. The PMUs shall be provided with LAN switch and shall connect 

with LAN switch of control room of respective substations/ generating stations with Fibre 

Optic cable. These PMUs shall be connected with the FOTE at Substation/ generating 

stations for onwards data transmission to the PDC (Phasor Data Concentrator) located at 

respective RLDC. Configuration work in existing PDC at RLDC for new PMU integration 

shall be done by respective RLDC, however all the necessary support in this regard shall be 

ensured by TSP. The maintenance of all the PMUs and associated equipment shall be the 

responsibility of TSP. 

 
 

Note: Existing Station owner/s to provide necessary support to integrate different 

equipment & applications of new extended bays with the existing substation e.g. 

Communication (through FOTE), Voice etc. for smooth operation and monitoring of 

new added grid elements. 
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Appendix-F.1 

 

Repeater Requirements  

 

 

1.1.1 If the repeater location is finalized in the Control Room of a nearby substation, TSP 

shall provide OPGW to accommodate all the fibers in main transmission line on a 

single Earthwire peak with OPGW Hardware & mid-way Joint Boxes etc. of the line 

crossing the main line and required approach Cable to accommodate all the OPGW 

fibers with all associated hardware fittings, to establish connectivity between 

crossing point of main transmission line up to the repeater equipment in substation 

control room.  

TSP shall co-ordinate for Space & DC power supply sharing for repeater equipment. 

TSP shall provide FODP, FOTE (with STM-16 capacity) with suitable interfaces 

required for link budget of respective link. 

  
 

OR 
 

1.1.2 If the repeater location is finalized in the nearby substation premises, the TSP shall 

identify the Space for repeater shelter in consultation with station owner. Further 

TSP shall provide OPGW to accommodate all the fibers in main transmission line 

on a single Earthwire peak with OPGW Hardware & mid-way Joint Boxes etc. of the 

line crossing the main line and required approach Cable/UGFO to accommodate all 

the OPGW fibers with all associated hardware fittings, to establish connectivity 

between crossing point of main transmission line up to the substation where the 

repeater shelter is to be housed.  

             TSP shall provide repeater shelter along with FODP, FOTE (with STM-16 capacity) 

with suitable interfaces require for link budget of respective link, reliable power 

supply provisioning for AC and DC supply, battery bank, Air Conditioner and other 

associated systems. 

 

 

OR 

 

1.1.3 If the repeater location is finalized on land near the transmission tower. TSP shall 

make the provisions for Land at nearby tower for repeater shelter. Further TSP 

shall provide required approach Cable to accommodate all the OPGW fibers with 

all associated hardware fittings to establish connectivity up to the location of 

repeater shelter. 

 

   TSP shall provide repeater shelter along with FODP, FOTE (with STM-16 capacity) 

with suitable interfaces require for link budget of respective link, reliable power 

supply provisioning for AC and DC supply, battery bank, Air Conditioner and 

other associated systems 



Attachment No. 01 to Amendment No. 06 to RFP documents reissued on 28.04.2025 for 

Selection of Bidder as Transmission Service Provider to establish Inter-State Transmission 

system for “Creation of 400/220 kV, 2x315 MVA S/S at Siot, Jammu & Kashmir 

 
 

Maintenance of OPGW Cable and OPGW Hardware, repeater equipment & items 

associated with repeater shelter shall be responsibility of TSP.
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Figure F.1 
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Communication system integration in UNMS/CSMS 

TSP is to ensure integration of communication system into UNMS/CSMS as per following: 

“The new communication equipment/ system under the present scope shall be compatible for 

integration with existing regional level NMS system/ Centralized Supervision & Monitoring 

System (CSMS) i.e. Regional UNMS. The local configuration of the new communication 

equipment/ system at the station end shall be the responsibility of TSP as per followings. The 

configuration work in the existing centralized NMS/ UNMS at Control center end, for 

integration of new Communication equipment/ system shall be done by Regional ULDC 

Team/ NMT, however all the necessary support in this regard shall be ensured by TSP. 

Requirement for integration of Communication Equipment/ system with Regional UNMS: 

1. TSP shall ensure that NMS/EMS/NE supplied by them is NBI compliant and all FCAPS 

functionality is supported in the NBI such as NE Inventory, Hardware Inventory– 

Shelf/Slot/Card/SFP/Port, Topology, Protections, Alarms, Performance-real time & 

periodic, Performance KPI parameters (E-1, STM, Ethernet), Remote Configuration, Cross 

Connects, Trails & Circuits, Services Provisioning (NE), E-1, STM, Ethernet, TX & RX 

Trace, loop back and details are published in the NBI guide for the configuration 

parameters. 

 

2. TSP shall be obliged to provide/share all necessary documentations such as NBI 

Guide/MIB/IDL/WSDL/API files etc. for onward integration of their NMS/EMS/NE with 

regional UNMS. 

 

3. The following support shall be provided by TSP for integration of their supplied 

equipment with regional UNMS: 

• Enabling & activating NBI license in their EMS/NMS and providing NBI login access  

along with User credentials 

• Assist in verifying NBI Connectivity with UNMS vendor for the successful 

communication and retrieval of data. 
 

• Assist in troubleshooting (if required) for NBI connectivity along with UNMS vendor 

for the communication and retrieval of data. 
 

4. For standalone NE which is not integrated with any EMS/NMS, TSP shall provide 

modality of complete FCAPS data acquisition as above through industry standard 

programmatic methods and provide the CLI command manual.” 
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C.4.0 PLCC & PABX: 
 

Power line carrier communication (PLCC) equipment complete for speech, tele-protection commands 

and data channels shall be provided on each transmission line. The protections for transmission line 

and the line compensating equipment shall have hundred percent back up communication channels 

i.e. two channels for tele- protection in addition to one channel for speech plus data for each direction. 

The PLCC equipment shall in brief include the following: - 

 

Coupling device, line traps, carrier terminals, protection couplers, HF cables, PABX (if applicable) 

and maintenance and testing instruments. 
 

At new substation, a telephone exchange (PABX) of 24 lines shall be provided at as means of effective 

communication among various buildings of the substation, remote end substations and with control 

centres (RLDC/SLDC) etc. 
 

Coupling devices shall be suitable for phase to phase coupling for 400 kV Transmission lines. The 

pass band of coupling devices shall have sufficient margin for adding communication channel in 

future if required. Necessary protection devices for safety of personnel and low voltage part against 

power frequency voltages and transient over voltage shall also be provided. 
 

The line traps shall be broad band tuned suitable for blocking the complete range of carrier 

frequencies. Line Trap shall have necessary protective devices such as lightning arresters for the 

protection of tuning device. Decoupling network consisting of line traps and coupling capacitors may 

also be required at certain substation in case of extreme frequency congestion. 

The carrier terminals shall be of single side-band (SSB) amplitude modulation (AM) type and shall 

have 4 kHz band width. PLCC Carrier terminals and Protection couplers shall be considered for both 

ends of the line. 
 

PLCC equipment for all the transmission lines covered under the scheme (consisting of one set of 

analog PLCC channel along with circuit protection coupler and one set of Digital protection coupler 

for both ends) shall be provided by TSP. CVT and Wave trap for all the line bays under present scope 

shall be provided by TSP. PLCC to be provided for following lines under present scope: 

 

Sl. No Line Section PLCC configuration 

1. Amargarh (Kunzer) - Siot 400 

kV D/C line [formed after LILO]  

 

1 set Analog PLCC + 1 set Digital 

Protection Coupler for each circuit at 

both ends. 

2. Samba - Siot 400 kV D/C line 

[formed after LILO]  

 

1 set Analog PLCC + 1 set Digital 

Protection Coupler for each circuit at 

both ends. 
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All other associated equipment like cabling, coupling device and HF cable shall also be provided by 

the TSP. 


